AM7915MZT
10~220X | 5MP | USB2.0 | ESD Safe
Metal Housing | Measuring
Gambar & Video | EDOF | EDR
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RK-10VXEXFXPX

Profesional Stand
22 cm (L) x 15 cm (W) x 23 cm (H)

MS15X-S1
Inspection Stage | 5 cm diameter
10 cm long x 8 cm wide | Vernier Scale

AMA4515ZT
20~220X | 1.3MP | USB2.0
ESD Safe | Plastic Housing
Measuring | Gambar & Video | Polarizer
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RK-10VXEXFXPX
Profesional Stand
22 cm (L) x 15 cm (W) x 23 cm (H)

MS15X-S1
Inspection Stage | 5 cm diameter
10 cm long x 8 cm wide | Vernier Scale

INDUSTRIAL (CABLE & WIRE)

Aplikasi :

Measuring Dimension
Cable Inspection

Wire Inspection
Defect

Barry

Etc...
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Kualitas produksi telah meningkat pesat. Kontrol
kualitas di berbagai bidang kabel dapat sangat
diuntungkan dengan menggunakan mikroskop
digital Dino-Lite.

Memeriksa kualitas material, pengukuran
dimensi, inspeksi kualitas, inspeksi warna,
kontaminasi dalam pewarnaan, dan lain-lain,
Dino-Lite sudah menjadi referensi pada dunia
industri.

Dino-Lite mudah digunakan, juga menawarkan
fitur penyimpanan gambar dan video dengan
opsi perangkat lunak seperti pengukuran,
anotasi dan membandingkan gambar.

Eyepiece Series

untuk Trinocular

o

Euromex Calibration Scale
AE-110CALIB 1mm/100
(AE-1110)

Dino-Eye AM7025X
5MP | USB2.0
Measuring | Gambar & Video
23mm, 30mm, 30.5mm diameter adaptor

Basic Series
=
AMA4815ZT
20~220X | EDOF | EDR 5
1.3MP | USB2.0 | ESD Safe | Plastic Housing R \
Measuring | Gambar & Video | Polarizer \
AM3113T
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RK-10VXEXFXPX
Profesional Stand

22 cm (L) x 15 cm (W) x 23 cm (H)

MS15X-S1
Inspection Stage | 5 cm diameter
10 cm long x 8 cm wide | Vernier Scale

20x~50x, 200x | VGA (640x480)
USB2.0 | Color CMOS | Plastic Housing
Measuring | Gambar & Video
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RK-06E
Profesional Stand
22 cm (L) x 15 cm (W) x 27 cm (H)



